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ALL DIMENSIONS IN
THE DRAWING ARE IN
INCHES

ELECTRICAL SPECIFICATIONS:

CENTER FREQUENCY:

3 dB BANDWIDTH:
INSERTION LOSS:

RIPPLE:

VSWRmax:

STOP BAND ATTENUATION:

MAXIMUM INPUT POWER:
IN/OUT IMPEDANCE:
IN/OUT CONNECTORS:

ENVIRONMENTAL RATINGS

1090 MHz (+100 kHz)

20 MHz (£ 1MHz)

1.0 dBmax (@ Center Frequency = 5 MHz)
0.25 max (@ Center Frequency = 5 MHz)
1.5:1 (@ Center Frequency + 5 MHz)

21 dBc min. @1070 MHz

60 dBc min. @f>1635 MHz

10W CW

50 Ohms NOMINAL

SMA FEMALE

-TEMPERATURE:  -40°C TO +85°C (OPERATING)
-552C TO +1252C (STORAGE)

- HUMIDITY: MIL-STD-202G, METHOD 103B COND. B
- SHOCK: MIL-STD-202G, METHOD 213B COND. B
- VIBRATION: MIL-STD-202G, METHOD 204D COND. B
- ALTITUDE: MIL-STD-202G, METHOD 105C COND. B
- TEMP. CYCLE: MIL-STD-202G, METHOD 107G COND. A
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CAUTION

STATIC SENSITIVE DEVICE
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NOTE: The above specifications are subject to change or revision. Specifications are at 25°C unless stated otherwise.
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